
SPECIFICATIONS SHEET ITEM #

ANS I IS EA-105
∙ Shipping & Receiving ∙ Automotive ∙ Cut Level- A2

∙ Packaging ∙ Chemical ∙ Abrasion Level- 4

∙ Small Parts Handling ∙ Machinery & Equipment ∙ Puncture Level- 3

∙ Assembly ∙ Metal Fabrication ANS I IS EA-138

∙ General Maintenance ∙ General Industry Impact Level- NR

∙ 1 PR ∙

∙ 144 PR

∙
China ∙

27% Polyurethane Palm

Unit of Sale-
18 Gauge, 66% HPPE, 7 % Spandex
Shell.

Industries: Applications: Certi�cations/Ratings:

Ordering Composition Additional Information

Wash using warm water and commercial laundry 
detergent.  Water temperature not to exceed 
122°F/ 50°C.  Air-dry or tumble-dry with no heat

1100G

X-SLASH 1100G
X-SLASH, White 18-Gauge HPPE Shell, White Polyurethane Palm
Coating, ANSI Cut A2

∙ ANSI A2 Cut Resistance for Light Duty 
Applications.

Key Features & Bene�ts:

∙ Lightweight, Comfortable & Breathable 
HPPE shell for all day wear.

∙
Flexible Universal Grip- PU coated products 
provide a strong but �exible grip for secure 
handling on a variety of surfaces.

∙ Elastic Knit Wrist helps prevent dirt and 
debris from entering the glove.

Case pack- ∙
Country of 
Origin-

Warning: Cancer & Reproductive Harm-
www.P65Warnings.ca.gov

Available 
Sizes-

XS-2X

A2
4

ANSI/ISEA 105

3
4342

∙
Knitwrist



PACKAGING SPECIFICATIONS Item# 1100G

1100GXS 196852108817 40196852108815 50196852108812
1100GS 196852108824 40196852108822 50196852108829
1100GM 196852108831 40196852108839 50196852108836
1100GL 196852108848 40196852108846 50196852108843
1100GXL 196852108855 40196852108853 50196852108850
1100G2XL 196852108862 40196852108860 50196852108867 15.35

15.23
15.87
16.51
17.13
17.77
18.41

15.35
15.35
15.35
15.35
15.3517.32

17.32

10.63
10.63
10.63
10.63
10.63
10.63

X-SLASH 1100G
X-SLASH, White 18-Gauge HPPE Shell, White Polyurethane Palm
Coating, ANSI Cut A2

Item Number Item Number UPC Dozen UPC Case UPC
Case 
L (In)

Case 
W (In)

Case 
H (In)

Wt 
(lbs)

17.32
17.32
17.32
17.32


