
PIP® 
ANSI Type R Class 3 FR Treated Solid Vest

Solid polyester treated material to prevent after-flame
Treatment good for up to 25 washes
FR 2" silver reflective tape
Hook and loop closure
Not designed for use in an ARC flash or flash fire application
Tested to ASTM D6413

Applications
Road Work
Survey Crews
Shipyards
Railyard

Technical Data

Color Hi-Vis Yellow
Sizes Available S-5XL
Packaging Bagged Each
Packed 50/Case
Case Dimensions (in) 18.90 x 14.17 x 16.14
Case Weight (lbs) 41.89
Country of Origin China
Clothing Type Vests
Fabric Solid
Reflective Type Silver
Reflective Width 2
Closure Hook and Loop
Construction Self-Extinguishing
Certifications ASTM D6413
Product Circularity --

Performance Data
ANSI Type/Class R3

Care Instructions

STYLE: 305-HSSVFR
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SKU Information
SKU COLOR SIZE UPC UPC (INNER) UPC (CASE)

305-HSSVFRLY-S/M Hi-Vis Yellow S-M 616314071744 01616314071743 02616314071742
305-HSSVFRLY-L/XL Hi-Vis Yellow L-XL 616314071737 01616314071736 02616314071735
305-HSSVFRLY-2X/3X Hi-Vis Yellow 2XL-3XL 616314071713 01616314071712 02616314071711
305-HSSVFRLY-4X/5X Hi-Vis Yellow 4XL-5XL 616314071720 01616314071729 02616314071728
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