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Squids 3707 Web Tool Tether Attachment - Non-
Conductive D-Ring Tool Tails - 2lbs / 0.9kg (6-Pack)

FEATURES

o MEETS ANSI/ISEA 121-2023 - Third party certified to an 2Ibs // 0.9kg maximum
working capacity

o RETROFIT ATTACHMENT POINT FOR TOOL TETHERING - Affix to hand tools with Squids
3755 Tape Trap to create an attachment point for tethering tool lanyards

o BUILTTO LAST - 0.5in//1.3cm heavy-duty nylon webbing, high tensile strength nylon
thread and double stitched web catch for durability in harsh conditions

o NON-CONDUCTIVE D-RING - Molded high-strength nylon plastic eliminates metal in
sensitive areas

SPECIFICATIONS
T — —— CONSTRUCTION LANYARD ATTACHMENT POINTS
CRE :FLr; E.E-'r:;-lzs.:li();-a'r::_j_-sonm Brcoping S il MATERIAI.S PLASTIC, NYLON
MAX WEIGHT RATING ~ 21BS/ 0.9G
PRODUCT TYPE TOOL ATTACHMENT
PROTECTION NON-CONDUCTIVE
RISK/INJURY FALLING OBJECTS
STANDARDS/COMPLIANCE  ANSI/ISEA 121-2023
TOOL GEOMETRY CAPTIVE HANDLE, CAPTIVE WAIST, NON-CAPTIVE
s Fol T e T TOOL OR EQUIPMENT  DRIVERS / HEX KEYS, HAMMERS / STRIKING, PLIERS /
AFFLX TO HAND T NYLON THREAD AND DOUSLE STITCHED WEB CATCH "PE CUTT'NG’ POWER TOULS‘ CUNNECT'NG BARS’
WRENCHES
ORDER MULTIPLES
ORDER IN MULTIPLES OF: 1
ITEM # COLOR TYPE
19711 ORANGE 6-PACK

For more information and full size images, visit https://www.ergodyne.com/squids-3707-
web-tool-tether-attachment-non-conductive-d-ring-tool-tails
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