3215

MCR Drvers

SAFETY Specification Sheet

PRODUCT DESCRIPTION:

From wranglin' to buildin', these gloves are tough for the job!
Cowhide is the most commonly used leather due to availability.
Characteristics include a good balance between abrasion
resistance, dexterity, durability and comfort. The 3215 drivers
gloves feature; unlined CV Grade cow grain leather, shirred
elastic back, cotton hemmed, and a keystone thumb pattern.

{

FEATURES:

B CV Grade Grain Cowhide J Ly 1
B Keystone Thumb }
B Shirred Elastic Back

B Color-coded hem to identify size

APPLICATIONS: N/ 1 SELLN

Carpentry, Farming, Landscaping ’ f

TECHNICAL DATA FOR: 3215

Material Group Leather ANSI Puncture 2
Product Type Drivers ANSI Abrasion 3
Glove Size Large

Material Leather

Leather Cut Grain

Leather Type Cow

Grade Competitive Value

Features Shirred Elastic Back

Lining Unlined

Pattern Gunn

Thumb Style Keystone

Thickness 0.9-1.5mm

Made In China
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Item No: Size: A B: C: Case Weight UOM Weight
32158 Small 8.81 4.45 N/A 31.350 Ib. 3.135
3215XXL XX - Large 0 0 N/A 37.590 Ib. 3.759
3215L Large 10.330 4.920 N/A 31.470 Ib. 3.147
3215XL X - Large 9.600 5 N/A 27.690 Ib. 2.769
3215XXXL XXX - Large 0 0 N/A 31.610 Ib. 3.161
3215M Medium 9.250 4.580 N/A 28.660 Ib. 2.866
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