3402

Drivers
SAFETY Specification Sheet

PRODUCT DESCRIPTION:

Pigskin gloves have excellent abrasion resistance. Offers
greatest breathability because of the porous nature of the hide
and becomes softer with use. Inherently retains natural
softness after exposure to water. The 3402 features; CV Grade
pigskin, straight thumb, and shirred elastic back.

FEATURES:

B CV Grade Grain Pigskin

B Straight Thumb

B Shirred Elastic Back

B Color-coded hem to identify size

APPLICATIONS:

Carpentry, Farming, Landscaping, Agriculture, Transportation,
Warehousing, Construction

TECHNICAL DATA FOR: 3402

Material Group Leather

Product Type Drivers

Glove Size Large

Material Leather

Leather Cut Grain

Leather Type Pig

Grade Competitive Value
Features Shirred Elastic Back
Lining Unlined

Pattern Gunn

Thumb Style Straight
Thickness 0.6-1.4 mm
Made In China
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Item No: Size: A B: C: Case Weight UOM Weight
3402XL X - Large 9.850 5 N/A 24.210 Ib. 2.421
3402M Medium 9.250 4.500 N/A 24.510 Ib. 2.451
3402S Small 8.81 4.45 N/A 24.840 Ib. 2.484
3402L Large 9.75 4.75 N/A 27.910 Ib. 2.791
3402XXL XX - Large 10.000 5.250 N/A 33.560 Ib. 3.356
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